Computational models for the ultimate strength analysis of steel stiffened plate structures under monotonic and cyclic compressive loadings

Downloaded from: https://research.chalmers.se, 2020-03-06 05:01 UTC

Citation for the original published paper (version of record)
Computational models for the ultimate strength analysis of steel stiffened plate structures under monotonic and cyclic compressive loadings
Proceedings of the The 12th International Symposium on Plasticity and Impact Mechanics (IMPLAST

N.B. When citing this work, cite the original published paper.
Computational models for the ultimate strength analysis of steel stiffened plate structures under monotonic and cyclic compressive loadings

Dong Hun Lee\textsuperscript{a}, Sung Hwan Noh\textsuperscript{a}, Jonas W. Ringsberg\textsuperscript{b}, and Jeom Kee Paik\textsuperscript{a,c,d,}\textsuperscript{*}

\textsuperscript{a}Department of Naval Architecture and Ocean Engineering, Pusan National University, Busan, Republic of Korea
\textsuperscript{b}Department of Mechanics and Maritime Sciences, Chalmers University of Technology, Gothenburg, Sweden
\textsuperscript{c}The Korea Ship and Offshore Research Institute, Pusan National University (Lloyd’s Register Foundation Research Centre of Excellence), Busan, Republic of Korea
\textsuperscript{d}Department of Mechanical Engineering, University College London, London, UK
\textsuperscript{*}Email: jeompak@gmail.com

Abstract

The aim of the present study is to develop computational models using nonlinear finite element method for the ultimate strength of steel stiffened plate structures which are subjected to either monotonic or cyclic compressive loadings. For monotonic compressive loading, the elastic-plastic large deflection analysis is undertaken taking into account the effects of geometric and material nonlinearities. For cyclic compressive loading, the loading path scenarios associated with cyclic loading are defined in advance and then the nonlinear responses are simulated until and after the ultimate strength is reached. The computational methods are verified by comparison with the test database which has been obtained from a large physical model testing. The cyclic loading paths applied for the computations are those recorded during the testing. Details of the computational models are documented.

Keywords: Steel stiffened plate structures; Monotonic compressive loading; Cyclic compressive loading; Ultimate strength; Nonlinear finite element method